











In order to establish a viewshed plan. it is important to define the nature and quality of
specific view opportunities and to quantify the minimum obligations and expectations
of the property owner. It should first be noted that the views afforded by different lots
vary considerably. In general, type A lots have filtered views through existing
conservancy zone vegetation that is growing immediately in the foreground of their
view frame. (See figure 3.

Depending on the lot location, this existing vegetation currently varies from a few
scattered trees and no understory materials to a virtually solid screen of vegetation.
The view potential from this type of lot is illustrated in figure 5. The views are noted as
primary or secondary in nature and represent a typical condition. The view potential
from various lots will vary but the minimal expectation of a prop owner would be to
establish and maintain one prirnary view and mg‘%ondary viewy, The primary view

should be unobstructed. Secondary views wauld-be.obscured up to 30% by trees*it
should be noted that the secondary views of Mt. Hood are not possible to attain from
every lot due to topography and the presence of neighboring buildings,

In order to illustrate typical view conditions and measures for establishing and
maintaining views, a typical lot was selected. (See figure 4 for location.) The plan and
section, shown in Sgures 6 and 7. illustrate the existing conditions and the
relationship of topography and vegetation. In the subsequent illustrations,
photographs of the view from the lot have been modified to {llustrate the concept of
establishing primary and secondary views. Although varying from lot to lot, the
concept will remnain similar to the illustrated views. This condition represents the
minimal expectation of the property owner.
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Management of the existing vegetation will be required to establish and maintain the
desired views. The homeowner shall be responsible for the maintenance and
replacement of vegetation required to comply with the viewshed plan.

Removal of vegetation to establish and maintain the viewshed will require measures to
prevent soil erosion of the disturbed areas and contamination of the lake, The
following guidelines establish the conditions for initial removal, periodic pruning and
replacement of plantings. :

General Guidelines

« Large scale removal of vegetation to create a lot condition markedly different from
the natural setting will not be allowed.

« Clearcutting of both trees and understory vegetation is prohibited.
. Trees may be selectively pruned in accordance with the plan.
- Low shrubs and groundcovers may be pruned or trimmed no closer than 2 feet to

the ground :
«-Vegetation or trees within 50" of the water's edge may not be removeds
L
Tree Removal v

« Removal of any tree or trees Will require a written approval from the City of Camas

shoreline administrator,
» Trees may be removed (wi

itten approval) under the following conditions:

- when they are less than: in diameter at breast height.
- ‘when they are diseased or a safety hazard (as determined by an approved tree
expert). ‘

. When a tree is removed, a stump with a minimurm height of 3 feet shall be retained
to provide slope stability.

Tree Replacement
. Trees removed within the conservancy zone shall be replaced with trees designated
for each area in accordance with the approved species list. (See Exhibit B.)
+ Replacement of trees will be equivalent to 1.5 times the diameter of the removed tree.
For exaruple:
. 12" diameter-replace with twelve 1.5” diameter trees, or eighteen 1" diameter trees,
etc. .

. 18" diameter- replace with eighteen 1.5 diameter trees or twenty-seven 1
diameter {rees, efc.

Limbing, Thinning and Pruning of Trees and Understory Vegetation

+ Rernoval of limbs over 67 in diameter requires written approval by the City of
Camas shoreline administrator. In non-typical situations, a registered landscape
architect or other qualified professional may be required to make a determination.
The cost of such service will be the responsibility of the homeowner requesting the
action.

« All pruning shall follow National Arborist Association standards (as identified by
Exhibit “A”).

« Coniferous trees may not be topped, but can be limbed or pruned to obtain a prisnary
or secondary view of the lake and/or of the opposite shore {as shown in figures
6,9 and 11).

« Deciduous trees should be selectively trimmed rather than topped whenever possible.
Topping is only permitted when selective thinning or limbing is not practicable.

+ All branches and limbs resulting from thinning operations that are larger than
2 inches maximum diameter and over 6 feet long shall be removed from the site.

« Exposed and/or damaged areas shall be replanted with native vegetation suitable for
the situation in order to re-establish plant cover. (See Exhibit B for plantings).

O
o




i

H 1] I T g " B

New Planting Requirements
» Erosion Control :

Areas disturbed due to construction activities shall be stabilized immediately by
party responsible for damage. Stabilization may be done with one of the '
following methods: reseeding, replanting, erosion matting or other methods
approved by the city.

+ Plant Types

Comply with Exhibit B regarding preferred planting types for appropriate location
and natural setting.

« Plant Materials

- Name and variety: Provide plant materials true to name and variety established
by American Joint Comimittee on Horticulture Nomenclature “Standardized Plant
Names,” Second Edition, 1942,

- Quality:

A Provide trees, shrubs and other plants that comply with the recommendations
and requirements of ANSI Z60.1, “Standard for Nursery Stock™ and as further
specified. Cold storage plants are not acceptable.

A Sizes: provide trees and shrubs of the sizes shown,

A Plants shall not have cuts over 3/4" diameter which have not compietely
healed over. Leader shall be intact on all plants.

A Potted and container stock plants shall have been grown in the containers for
a minimurn of six months and a maximum of two years. Root ball shall fill the
containers but show no evidence of being rootbound.

A The city representative reserves the right to inspect plant materials for
compliance with requirements for name, variety, size and quality. A
minitmm of 30% of the plant inventory shall be labeled with name, variety
and source. Plants not meeting standards or not grown under similar climatic
conditions of the project will be rejected. Rejected plants shall be marked and
remmoved immediately from the site.

« Installation
Trees are to be planted and staked according to detail shown in Exhibit B.
+ Maintenance

- Maintain plants-for a minimuim period of one year as follows:

A Maintain trees, shrubs and groundcovers by watering, pruning,
cultivating and weeding as required for healthy growth.

A Tighten and repair stake and guy supports and reset trees and shrubs to proper
grades or vertical position as required.

A Cultivate to remove all weeds from planting area. Remove dead .
weeds and dispose legally off-site. SHeREL INE

+ Inspection and Acceptance:

~  When the project is completed, including maintenance, the city administrator
will make an inspection to determine acceptability.

- Where inspected landscape work does not comply with the requirements, replace
rejected work and continue specified maintenance until reinspected.

« Warranties: :

- Guarantee trees, shrubs and groundcovers for a period of one year.

-  Within the first 60 days after installation, replace any new trees and understory
vegetation that are unhealthy, vandalized, damaged or missing.

- Remove and replace trees, shrubs and groundcover found to be missing, dead,
winter killed, vandalized or in unhealthy condition during and at the end of
warranty period. All replacement work shall be made within 30 days after
receiving notification, weather permitting. In the event the property owner or
responsible party does not make repairs accordingly, the city administrator
without further notice, may provide materials and labor to make such repairs at
the expense of the owner or responsible party.
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